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About the MultiConnect microCell

The MultiConnect microCell is a compact and simple communications platform that provides cellular capabilities for
fixed and mobile applications. It is intended for use in settings such as vending, smart parking, medical, smart inventory
tracking equipment and commercial applications.

Ordering Options

Ordering Part Number Description Region

MTCM-L1G2D-B03-KIT LTE Cat 1 USB Modem with Accessory Kit Global

MTCM-L4N1D-B03 LTE Cat 4 USB Modem Canada, United States

MTCM-L4N1D-B03-KIT LTE Cat 4 USB Modem with Accessory Kit Canada, United States

Specifications
MTCM-L4N1D-B03 Specifications

Category Description

General

Standards LTE 3GPP Release 9

HSPA+ 21/GPRS fallback

USB Interface is CDC-ACM compliant

TCP/IP Functions FTP, SMTP, SSL, TCP, UDP

Frequency Bands 4G: B2, B4, B5,B12, B13, B14, B66, B71

3G: B2, B4, B5

Speed

Data Speed LTE: 150 Mbps downlink/50 Mbps uplink

Interface

USB Interface USB 2.0 high speed 480 Mbps

Physical Description

Weight Device only: 2.1 oz. (60 g); With antennas: 2.7 oz. (77 g)

Dimensions Refer to mechanical drawing for dimensions.

Connectors

Antenna Connector 2 SMA connector for cellular

SIM 1.8V and 3V SIM holder for micro-SIM (3FF) card

Environment

Operating Temperature -40° C to +85° C

Storage Temperature -40° C to +85° C

Humidity 20%-90% RH, non-condensing

Power Requirements

Operating Voltage USB Model: 5 VDC

SMS

SMS Point-to-Point messaging

Mobile-Terminated SMS

Mobile-Originated SMS
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Category Description

Certifications and Compliance

EMC Compliance FCC Part 15 Class B

Radio Compliance FCC Part 22H, 24E, 27

Safety Compliance UL 60950-1 2nd ED, UL 62368-1

cUL 60950-1 2nd ED, cUL 62368-1

IEC 60950-1 2nd ED, IEC 62368-1

Network Compliance PTCRB

Carrier AT&T, Verizon, T-Mobile

MTCM-L1G2D-B03 Specifications

Category Description

General

Standards LTE FDD CAT 1 3GPP Release 10

HSPA+ 21/GPRS fallback

TCP/IP Functions FTP, SMTP, LTE CAT 1, TCP, UDP

Frequency Bands (4G) E-ULTRA FDD: B1, B2, B3, B4, B5, B7, B8, B9, B12, B13, B14, B18, B19, B20, B25, B26, B28

(3G) UMTS FDD: Band I , Band II, Band IV, Band V, Band VI , Band VIII

(2G) GSM: 850 MHz, 900 MHz, 1800 MHz, 1900 MHz

Speed

Data Speed LTE: 10 Mbps downlink/5 Mbps uplink

Interface

USB Interface USB 2.0 high speed 480 Mbps

Physical Description

Weight Device only: 2.1 oz. (60 g); With antennas: **2.7 oz. (77 g)**

Dimensions Refer to mechanical drawing for dimensions.

Connectors

Antenna Connector 2 SMA connector for cellular

SIM 1.8V and 3V SIM holder for micro-SIM (3FF) card

Data USB Type A

Environment

Operating Temperature -40° C to +85° C

Storage Temperature -40° C to +85° C

Humidity 20%-90% RH, non-condensing

Power Requirements

Operating Voltage USB Model: 5 VDC

SMS

SMS Point-to-Point messaging

Mobile-Terminated SMS

Mobile-Originated SMS

Certifications and Compliance

EMC Compliance FCC Part 15 Class B

Radio Compliance FCC Part 22H, 24E, 27
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Category Description

Safety Compliance UL 62368-1 2nd ED

cUL 62368-1 2nd ED

IEC 62368-1 2nd ED

Network Compliance PTCRB

Carrier AT&T, Verizon

Accessories

To find information on accessories for your product, go to https://multitech.com/all-products/accessories/.

Contact Information

General Information info@multitech.com

https://multitech.com/contact-us/

Sales +1 (763) 785-3500

sales@multitech.com

Technical Support Portal +1 (763) 717-5863

https://support.multitech.com

Website www.multitech.com

World Headquarters Multi-Tech Systems, Inc.

2205 Woodale Drive

Mounds View, MN 55112

USA
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